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Product Specification
Series: NEON FLEX STRIP

SKU: NS0408STD

* Uniform light emission,soft light, consistent color temperature
without light spots

* With silicone material,anti-yellowing, high temperature resistance

* UV resistant and salt mist proof, IP67 (chemical resistance acid
and alkaline, available for extremely terrible outdoor)

* Excellent flexibility to shape optionally and Tensile resistance

* Using constant current light strips and copper strips, capable of
single end power supply and carrying long strips
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Technical Parameters

Parameter Specification
Light Source SMD Led Strip
Led Quantity 168 LED/Meter End Cap
CRI CRI 90+
Power 9.6W/Meter
Voltage DC24V Straight End Cap
Cutting Length 35.7MM
Color Temperature 2700K 3000K 4000K 6500K
Lumen 190LM 230LM 270LM 320LM Side End Cap
Optional Lighting Color Red/Green//Blue/Customized
IP Rate IP67 Waterproof
. . . Waterproof
Operating Temperature -20° ~50
Connector
Dimming Method Dali, Triac, 0-10V

*Above measurements of watts/brightness/efficiency allowance tolerance £10% due to test method.

Accessories
6 Rigid Led
\\\\‘ Profile
Bendable
Led Profile
Mounting
Clip
BRI Glue

Dimension: Bending Cautions:
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Installation Ways: Installation Cautions:
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AN Power Connection:

g VAC220V, 50/60Hz DC24V This product is low volatage and must use with power
QRIRRRRC }i:* supply for application. It is forbidden to connect the

%- y QOO0
light to AC110/220V directly,!

Ooooog o) OOngoo £

aciese D

SHOBEEED
Power Supply

*Insulation treatment
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Intermediate power supply can be 10meters light length

Package Details:

S5meter/Roll Packing into a static bag Pack with Cartons
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